
ELECTRIC INDUCTION 
COOKTOP 
  
    

SETUP INSTRUCTIONS 

Place the unit on a flat surface. 

Plug the electrical cord into your power source with a 3-prong grounding 

receptacle.  

For timed cooking, touch the timer symbol.  1 minute will display in the LCD 

window.  Use the up and down symbols to increase or decrease the time as 

needed.  Once the selected time has ended, the unit will beep, and all cooking 

operations will shut down.  To turn off the timer, touch the timer symbol. 

For heat mode: Touch the function symbol to select the heat mode.  The default 

PL-1 will appear along with the heat icon.  Use the up and down symbols to 

increase or decrease the power as needed (the power level is adjustable from 

500 to 1800 watts).  The boil function will instantly select the PL-10 setting.  

NOTE: Heat mode is for quick heat up where close temperature control is not 

needed.  Use the temp mode if strict temperature control is required. 

SKU 23411 

INCLUDES 

Induction Cooktop 

 

OPTIONS 

Induction Fry Pan 10” 

NOTES 

Extension cords may lower power current 

and not allow the unit to run properly.  

Power requirements: 120 volt, 15 amps, 

1800 watts. 

 

Only use proper induction suitable 

cookware with a minimum diameter of 

4.5” and a height less than 1.5” from the 

induction plate. 

Pg 1 

Touch the on/off symbol to turn the unit on.  The cooling fan will run, and the LCD 

display will default to heat mode and Pl-1 setting.   

STEP 6 

STEP 4 

STEP 5 

For Temp mode: Touch the function symbol to select the temp mode.  The 

default temperature is 100 degrees Fahrenheit (simmer).  Use the up and down 

symbols to increase or decrease the temperature as needed.  

STEP 1 

STEP 2 

STEP 3 

CORT Party Rental 

cortpartyrental.com 

877.939.7368 

https://www.cortpartyrental.com/


ELECTRIC INDUCTION 
COOKTOP 
 

 
 

 

 

 

 

 

 
 

 

 

TROUBLESHOOTING 

THE FAN IS NOT RUNNING - E0 OR E2 ERROR CODE 

COOKTOP DOES NOT TURN ON - E3 ERROR CODE 

✓ Confirm the electrical cord is properly plugged into your power source 

with a 3-prong grounding receptacle. 

✓ Ensure the power source supports 120 volts of power. 

✓ Check and reset your circuit breaker. 

✓ Ensure you are using the proper induction cookware. 

✓ Ensure the cookware is centered on the glass plate. 

Pg 2 

UNIT STOPS HEATING - E1 OR E2 ERROR CODE 

✓ The overheating sensor may have detected an excessive high glass 

temperature and caused it to automatically shut down. 

✓ Remove cookware and allow everything to cool down. 

✓ Ensure the inlet or exhaust fan is not blocked and the unit is at least 4” 

away from walls and other objects. 

SKU 23411 

INCLUDES 

Induction Cooktop 

 

OPTIONS 

Induction Fry Pan 10” 

SHUTDOWN INSTRUCTIONS 

STEP 1 

Touch the on/off symbol to turn the unit off.   

STEP 2 

Unplug the electrical cord from your power source and allow the unit to cool.     

STEP 3 

Remove all excess food or debris and secure the unit.     
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